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Available 
now

Now our proven high efficiency Ultra-Web® 
media is available for WAM dust collectors - 
same form, exact fit, higher function. Get direct 
replacement filters for your  WAM collector 
from a filter specialist company that designs 
its own filter media and manufactures filters to 
tight specifications – Donaldson.

Main Features and Advantages

•	 Advanced media is more efficient in 
capturing submicron dust particles (0.3 
micron and larger)

•	 Longer filter life and better pulse clea-
ning due to surface loading technology

•	 Lower energy use with better pulse 
cleaning and lower operating pressure 
drop

•	 Ultra-Web® filters reduce filter plug-
ging with melt-blown media 

 WAM
Type of Panel

Diameter
(mm)

Length
(mm)

Ultra-Web 
Polyester 

Spunbond

Ultra-Web 
Polyester 

Spunbond 
Antistatic

Polyester 
Spunbond 

Polyester Spunbond  
 Antistatic 

Polypleat 420 520 2626715 2626722 2626713 2626714

Polypleat 420 770 2626717 2626723 2626613 2626716

Polypleat 420 920 2626720 2626724 2626718 2626719

Replacement filters are on stock  
and ready to ship!

Cross Reference 
Please note that Donaldson often can offer different replacement filters (other media types) depending on your specific 
application. For knowledgeable support and to determine the right filters for your specific application, contact Donaldson 
now.

Call our Filtration Specialists 
Phone: +32 (0) 16 38 03 37
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 WAM
Type of Panel

Diameter
(mm)

Length
(mm)

Ultra-Web 
Polyester 

Spunbond

Ultra-Web 
Polyester 

Spunbond 
Antistatic

Polyester 
Spunbond 

Polyester Spunbond  
 Antistatic 

2 Bolts 143 500 2626675 2626676 2626594 2626674

2 Bolts 143 750 2626678 2626679 2626366 2626676

2 Bolts 143 900 2626681 2626682 2626367 2626680

Slot 143 500 2626683 2626684 2626589 2626590

Slot 143 750 2626685 2626686 2626591 2626592

Slot 143 900 2626687 2626688 2626500 2626593

Twist&Lock 143 500 2626690 2626691 2626689 2626624

Twist&Lock 143 750 2626693 2626694 2626692 2626625

Twist&Lock 143 900 2626696 2626697 2626695 2626626

Bottom load Screw 143 500 2626701 2626702 2626699 2626700

Bottom load Screw 143 750 2626705 2626706 2626703 2626704

Bottom load Screw 143 900 2626709 2626710 2626707 2626708


