REPLACEMENT FILTERS FOR
~ Donaldson. [ AMERICAN AIR FILTER (AAF)

\ FILTRATION SOLUTIONS

DUST COLLECTORS

Now our proven high efficiency Ultra-Web® media is
available for American Air Filter (AAF) dust collectors -
same form, exact fit, higher function. Get direct
replacement filters for your AAF Opitiflo collector from a
filter specialist company that designs its own filter
media and manufactures filters to tight specifications —
Donaldson.

Available
now!

Main Features and Advantages

e Advanced media is more efficient in capturing
submicron dust particles (0.3 micron and
larger)

e Longer filter life and better pulse cleaning due
to surface loading technology

e Lower energy use with better pulse cleaning Replaczr:derrlte Q(Ijt;rtz e;rhe: ;!n stock
and lower operating pressure drop

e Ultra-Web® filters reduce filter plugging with

melt-blown media Call our Filtration Specialists
Phone: +32 (0) 16 38 38 11

Cross Reference

Please note that Donaldson often can offer different replacement filters (other media types) depending
on your specific application. For knowledgeable support and to determine the right filters for your
specific application, contact Donaldson now.

AAF AAF AAF Donaldson Outer Length Donaldson Donaldson
Unit Type P/N Media P/N diameter Filter Area Media
25.7

1830603-005  DuraShield - FR Ultra-Web® Flame

Optiflow RIS DuraShield 2625501 352 mm F0E i -fm Retardant
®
Optifiow  1830603-003  DuraShield 2626461 352 mm 708 mm 11.4me Ultra-Web
Spunbond
®
Optifiow  1830603-001 _ Comdose/ o oeoes01 352 mm 708 mm 25 7me  JlraWeb Flame
Polyester Blend Retardant

Note: For an earthed version, please order 2625501E or 2625502E.
2626461 is a standard earthed cartridge.
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